























MAINTENANCE

TRANSMISSION

The reduction gears are lubricated by multipurpose, lithium-based grease in the transmission. At
every 20 hours of use, supply the transmission with new grease. Remove the cutter holders before
installing new grease to arrange for old grease to exit.

NOTE
When removing and installing the cutter holder (a), use care not to allow any dirt and dust entering
in to the transmission.

Aged fuel is one of major causes of engine starting failure. Before storing the unit, empty the fuel
tank and run the engine until it uses all the fuel left in the fuel line and the carburetor. Store the
unit indoor taking necessary measures for rust prevention.

TROUBLESHOOTING

Case 1: Starting Failure

PROBLEM CAUSES ACTION

Fuel Tank Incorrect Fuel Drain it and with correct fuel

Fuel Filter Fuel filter is clogged Clean

Carburetor Adjustment Screw Out of normal range Adjust to normal range

Sparking plug is fouled/wet Clean/dry
Correct (Gap: 0.6-0.7mm)

Sparking (No Spark)
Plug gap is Incorrect

Spark Plug Dlsconnected Retighten

Case 2: Engine starts but does not keep running / Hard re-starting.

PROBLEM CAUSES ACTION

Fuel Tank Incorrect Fuel or Staled Fuel Drain it and with correct fuel
Carburetor Adjusment Screw Out of Normal Range Adjust to Normal Range
Muffler, Cylinder (Exhaust Port) Carbon is Built-Up Wipe Away

Air Cleaner Clogged with Dust Wash

Cylinder Fin, Fan Cover Clogged with Dust Clean
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